


123-42-2 |4 DIACETONE ALCOHOL 50 PPM 2520 MGKG NOT AVAILABLE
RAT ORAL
3000 MG/KG
MOUSE ORAL
13,500 MG/KG
RABBIT DERMAL

1330-20-7 [1 XYLENE 100 PPM 4300 MG/KG 5000 PPM/4 HR
RAT ORAL RAT INHALATION
2119 MG/KG
MOUSE ORAL
>1700 MG/KG
RABBIT DERMAL

67-64-1 |48 ACETONE 500 PPM 5800 MG/KG 50,100 MG/M3/8H
RAT ORAL RAT INHALATION
3000 MG/KG 44,000 MG/M3/4H
MOUSE ORAL  |MOUSE INHALATION
5340 MG/KG
RABBIT ORAL

71-36-3 |1 N-BUTYL ALCOHOL 20 PPM 790 MGKG 8000 PPM/4H
RAT ORAL RAT INHALATION
100 MG/KG 24000 MG/M3/4H
MOUSE ORAL  |RAT INHALATION
3400 MG/KG
RABBIT ORAL
3400 MG/KG
RABBIT DERMAL

74-98-6 |12 PROPANE 1000 PPM NOT AVAILABLE [>800000 PPM/15MIN

RAT INHALATION

78-93-3 |2 METHYL ETHYL KETONE (MEK) 200 PPM 2737 MGKG 23,500 MG/M3/8H
RAT ORAL RAT INHALATION
3000 MGKG 32 MG/M3/4H
MOUSE ORAL  [MOUSE INHALATION
6480 MGKG
RABBIT DERMAL

Section 2A: ADDITIONAL INGREDIENT INFORMATION

Note:

(supplier).

CAS# 106-97-8 TLV 800 ppm.

Section 3: PHYSICAL DATA

Physical state:

Appearance & odor:

Odor threshold (ppm):

Vapour pressure (mmHg):

Vapour density (air=1):
Volatiles (%

By volume:

Evaporation rate
(butyl acetate = 1):

Boiling point (°C):
Freezing point (°C):

pH:

Specific gravity @ 20 °C:

Liquid (aerosol).
Blue

Not available.
Not available.

Heavier than air.

97
Faster than ether.

<18 —-172
Not available.
Not available.
0.74
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Solubility in water (%):
VYOC:

Not applicable.

Less water and exempt solvents.
46.54%

Section 4: FIRE & EXPLOSION DATA

Flammability:
Conditions of flammability:

Extinguishing media:

Special procedures:

Auto—ignition temperature (°C):
Flash point (°C), method:

Lower flammability
limit (% vol):

Upper flammability
limit (% vol):

Explosion Data

Sensitivity to static discharge:
Sensitivity to mechanical impact:
Hazardous combustion products:

Explosive power:

Extremely flammable.

Vapours may travel to a source of ignition and flash back.
Heat, sparks and open flames.

Carbon dioxide, dry chemical, foam.
Water spray may be ineffective.
If water is used, fog nozzles are preferable.

Self—contained breathing apparatus required.
Firefighters should wear the usual protective gear.
Use water to cool fire exposed containers.

Not available.

(propellant).
<-17.7°C

1.0

13.1

Take precautionary measures against static discharge.
Contents under pressure.
Oxides of carbon (CO, CO2).

Vapours will accumulate and may ignite explosively.
Aerosol containers are extremely flammable. Containers may rupture if exposed to
heat or fire.

Section 5: REACTIVITY DATA |

Chemical stability:
Conditions of instability:
Hazardous polymerization:
Incompatible substances:

Hazardous decomposition
products:

Product is stable.
None known.
Will not occur.,

None known.

See hazardous combustion products.

Section 6: TOXICOLOGICAL PROPERTIES

Route of entry:
Effects of acute exposure

Eye contact:
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Inhalation, skin and eye contact.

Irritation.
May cause itching, burning or redness.
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Skin contact:

Inhalation:

Ingestion:

Effects of chronic exposure:

LD50 of product, species & route:
LC50 of product, species & route:
Exposure limit of material:
Sensitization to product:
Carcinogenic effects:
Reproductive effects:
Teratogenicity:

Mutagenicity:

Synergistic materials:

Prolonged and repeated contact may cause irritation.
May cause redness, itching and burning sensation.

Irritation of the upper respiratory tract.

May cause unconsciousness and even death.

Inhalation overexposure can lead to central nervous system depression producing
effects such as headache, nausea, dizziness and loss of coordination.

May be harmful if swallowed.

Prolonged occupational overexposure to solvents may lead to permanent brain and
nervous system damage.

Intentional misuse by deliberately concentrating and inhaling the contents can be
harmful or fatal.

Prolonged exposure to solvent ingredients in section 2 may cause adverse effects to
the liver, urinary, cardiovascular and reproductive systems.

May affect the blood forming organs.

May affect the lungs.

May affect the kidneys.

Not available for mixture, see the ingredients section.

Not available for mixture, see the ingredients section.

Not available for mixture, see the ingredients section.

Not available.

Ethylbenzene is classified as a possible carcinogen by IARC (group 2B).
May affect reproductive system.

Not available.

Not available.

Methyl ethyl ketone may increase the nervous system effects of other solvents.

Section 7: PREVENTATIVE MEASURES

Precautionary Measures
Gloves/Type:

Respiratory/Type:

Eye/Type:
Footwear/Type:
Clothing/Type:
Other/Type:

Ventilation requirements:

Leak/Spill:
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Chemical resistant gloves.
For prolonged contact.

To keep TLV below limits.
Organic vapor/particulate respirator recommended.

Safety glasses with non—perforated shields.
Safety shoes per local regulations.
Wear adequate protective clothes.

Eye wash facility should be in close proximity.
Emergency shower should be in close proximity.

Local exhaust at points of emission preferred.
Mechanical (general) ventilation is acceptable.

Wear appropriate protective equipment.
Ground handling equipment.

Ventilate. Eliminate all sources of ignition.
Soak up with inert absorbent.

Place in a closed container for disposal.
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Waste disposal:

Handling procedures and
equipment:

Storage requirements:

TDG classification:

Special instructions:

Special shipping information:

In accordance with municipal, provincial and federal regulations.

Keep away from heat, sparks, and open flame.
Avoid breathing vapors/mists.

Use adequate ventilation.

Wash thoroughly after handling.

Keep out of reach of children.

Contents under pressure.

Use proper grounding procedures.

Avoid contact with skin, eyes and clothing.
Do not smoke in handling or storage area.
Wear suitable protective clothing.

Do not take internally.

Do not puncture, incinerate, or burn.

Launder contaminated clothing prior to reuse.

Keep out of direct sunlight.
Keep away from heat, and ignition sources.
Store below 49°C (120.2°F).

AEROSOLS
UN1950
Class 2.1.

May be shipped as a consumer commodity.
Limited Quantity exemption may apply.

See transportation information.

Section 8: FIRST AID MEASURES ]

Skin contact:

Eye contact:

Inhalation:

Ingestion:

Additional information:

Remove contaminated clothing.
Wash thoroughly with soap and water.
Seek medical attention if irritation persists.

Immediately flush eyes with plenty of water for at least 15 minutes.
Get medical attention.

Keep person warm and at rest.
Remove victim to fresh air. If breathing is difficult administer oxygen. If not
breathing, have qualified person give artificial respiration. Obtain medical attention.

Do not induce vomiting, seek immediate medical attention.

The above information is believed to be correct but does not purport to be all
inclusive and shall be used only as a guide. This company shall not be held liable for
any inaccuracies.

Section 9: ADDITIONAL INFORMATION

General note:

Data prepared by:

This material safety data sheet was prepared from information obtained from various
sources, including product suppliers and the Canadian Center for Occupational Health
and Safety.

Conform—Action Data Systems

A division of 2843471 Canada Inc.

1804 Transcanada, suite 101

Dorval, QC H9P 1H7

Tel: (514) 683-2060 Fax: (514) 6831445

24 hr. 1-866—628—7522 support@netmsds.com.

This MSDS was generated by Conform—Plus Application Service. Visit us at www.netmsds.com.
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