BALL PAINT MARKER GREEN

Product: PA422

Revision Date: 2013/03/04

Section 1: PRODUCT INFORMATION

Manufacturer emergency phone

Information phone number:

WHMIS classification:

Chemical family:
Product uses:

Manufacturer:

Mixture.
Liquid marker paint for hard surfaces.
LA—CO Industries, Inc.,

1201 Pratt Blvd.

Elk Grove Village, Illinois, USA

60007-5746
847-956-7600.

number:
847-956-7600.
Supplier:
TDG classification: Not regulated.
DSL status:
Supplier MSDS date:

Appears on DSL.
2013/03/04.

Same as manufacturer.

Chemtrec 800—424-9300 (24h).

Exempt as Manufactured Article.

Section 2: HAZARDOUS INGREDIENTS

C.AS. CONCENTRATION % |Ingredient Name IS LD50 LCS0

107-98-2 |40-55 PROPYLENE GLYCOL METHYL ETHER 100 PPM 6600 MGKG 10,000 PPM/SH
RAT ORAL RAT INHALATION
LL700 MGKG
MOUSE ORAL
5700 MG/KG
RABBIT ORAL
13,000 MG/KG
RABBIT DERMAL

108-65-6 [0.1-1.3 2-METHOXY-1-METHYL ETHYL ACETATE [NOT AVAILABLE |8532 MG/KG NOT AVAILABLE
RAT ORAL
=5000 MGKG
RABBIT DERMAL

64-17-5 [|5-10 ETHYL ALCOHOL 1000 PPM 7060 MGKG 20,000 PPM/10H
RAT ORAL RAT INHALATION
3450 MG/KG 39,000 MG/M3/4H
MOUSE ORAL MOUSE INHALATION
6300 MGKG
RABBIT ORAL

67-63-0 [0.5-1.5 2-PROPANOL 200 PPM 5000 MG/KG 53,000 MG/M3
RAT ORAL MOUSE INHALATION

72,600 MG/M3
3600 MG/KG RAT INHALATION
MOUSE ORAL 16,000 PPM/SH
RAT INHALATION

6410 MG/KG
RABBIT ORAL
12,800 MG/KG
RABBIT DERMAL
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Section 3: PHYSICAL DATA

Physical state:

Appearance & odor:

Odor threshold (ppm):

Vapour pressure (mmHg):

Vapour density (air=1):

latiles (%

By volume:

Volatiles (%)

By weight:

Evaporation rate
(butyl acetate = 1):

Boiling point (°C):

Freezing point (°C):

pH:

Specific gravity @ 20 °C:
Solubility in water (%):
Coefficient of water\oil dist.:
VOC:

Liquid.

Various colors.

Liquid paint in plastic bottle with metal ball point tip.

Mild solvent odor.
Not available.

(1-methoxy—2—propanol).
11.8

(1-methoxy—2—propanol).
3.12

Not available.

Not available.

<.
(1-methoxy—2—propanol).
120°C (248°F).

Not available.

Not applicable.

1.0-1.13.

Insoluble.

~07

(liquid).
50-60% (w/w).

Section 4: FIRE & EXPLOSION DATA

Flammability:
Conditions of flammability:

Extinguishing media:

Special procedures:

Auto—ignition temperature (°C):

Flash point (°C), method:

PA422 - BALL PAINT MARKER GREEN

Flammable.
Heat, sparks and open flames.

Carbon dioxide, dry chemical, foam.
For large fires use water spray, fog or foam.
Nitrogen.

Self—contained breathing apparatus required.

Firefighters should wear the usual protective gear.

Use water to cool fire exposed containers.
(1-methoxy—2—propanol).
287°C (594°F).

Setaflash.
(1-methoxy—2—propanol).
31°C (B8°F).

Markers contain a small volume of paint which is a flammable liquid with a

flashpoint of 13°C.
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Lower flammability 1.5%
limit (% vol): (1-methoxy—2—propanol).

Upper flammability (1—methoxy—propanol-2).
limit (% vol): 13.74 @ 151°C.

Explosion Data
Sensitivity to static discharge: Not applicable.
Sensitivity to mechanical impact: Not applicable.
Hazardous combustion products: Irritating and/or toxic gases or fumes.

Explosive power: Not available.

Section 5: REACTIVITY DATA

Chemical stability: Stable under normal conditions.

Conditions of instability: Heat, sparks & open flame.
Temperatures > 60°C.

Hazardous polymerization: Not available.

Incompatible substances: Chlorine.
Oxygen (02).
Strong oxidizing agents.

Hazardous decomposition

None known.
products:

Section 6: TOXICOLOGICAL PROPERTIES

Route of entry: Skin contact.
Effects of acute exposure
Eye contact: Liquid may irritate.
Skin contact: Liquid may cause irritation.

Inhalation: Inhalation is unlikely under normal use.
Vapors may cause drowsiness and dizziness.

Ingestion: No effects known. But ingestion is not recommended.
Effects of chronic exposure: May aggravate an existing dermatitis.
LD50 of product, species & route: Not available for mixture, see the ingredients section.
LC50 of product, species & route: Not available for mixture, see the ingredients section.
Exposure limit of material: Not available for mixture, see the ingredients section.
Sensitization to product: Not applicable.
Carcinogenic effects: Not listed as a carcinogen.
Reproductive effects: Not applicable.
Teratogenicity: Not applicable.
Mutagenicity: Not applicable.

Synergistic materials: Not available.
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Section 7: PREVENTATIVE MEASURES

Precautionary Measures
Gloves/Type: Gloves, if necessary.
Respiratory/Type: None required under normal use.
Eye/Type: Safety glasses.
Footwear/Type: Safety shoes per local regulations.
Clothing/Type: Normal work clothes.

Other/Type: Eye wash facility should be in close proximity.
Emergency shower should be in close proximity.

Ventilation requirements: General ventilation usually adequate.

Leak/Spill: Provide adequate ventilation.
Eliminate all sources of ignition.
Contain the spill.
Soak up with an absorbent material.
Dike area to prevent spreading.
Prevent entry into drains, sewers, and other waterways.
Stop leak if without risk.
Use a non—combustible absorbent material.
Wear appropriate protective equipment.
Place in covered and labelled container.

Waste disposal: In accordance with municipal, provincial and federal regulations.

Handling procedures and Avoid breathing vapors/mists.
equipment: Wear personal protective equipment appropriate to task.
Avoid excessive heat.
Keep out of reach of children.
Avoid contact with skin, eyes and clothing.
Launder contaminated clothing prior to reuse.
Do not use near hot surfaces.

Storage requirements: Store away from incompatible materials.
Keep out of direct sunlight.
Keep away from ignition sources.
Keep away from excess heat.
Store below 50°C (122°F).
Keep cap on marker when not in use.

TDG classification: Not regulated.

Special shipping information: See transportation information.

Section 8: FIRST AID MEASURES

Skin contact: Use lukewarm water.
Flush with large amounts of water, for at least 5 minutes.
Seek medical attention if irritation persists.

Eye contact: Flush with running water for 5 minutes, lifting upper and lower lids occasionally.
If irritation persists, get medical attention.

Inhalation: Remove victim to fresh air.
Seek medical attention if symptoms persist.
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Ingestion: Do not induce vomiting, seek medical attention.
If vomiting occurs, keep head below hips.
Never give anything by mouth to an unconscious person.

Additional information: The above information is believed to be correct but does not purport to be all
inclusive and shall be used only as a guide. This company shall not be held liable for
any inaccuracies.

Section 9: ADDITIONAL INFORMATION

General note: This material safety data sheet was prepared from information obtained from various
sources, including product suppliers and the Canadian Center for Occupational Health
and Safety.

Data prepared by: Conform—Action Data Systems
A division of 2843471 Canada Inc.
1840 Transcanada, suite 101
Dorval, QC H9P 1H7
Tel: (514) 683—2060 Fax: (514) 683—1445
24 hr. 1-866—628-7522 support@netmsds.com.

This MSDS was generated by Conform—Plus Application Service. Visit us at www.netmsds.com.
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